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GENERAL

This directly heated subminiature tuning indicator is intended for use in mains or
battery-operated receivers.

Filament Voltage Vs 14 V
Filament Current Ig 25 mA
RATINGS
Maximum Anode Dissipation Pa(max)
Va<g 90V 25 mwW
Va = 200V 10 mwW
Maximum Anode Voltage Va(max) 90* v
Minimum Anode Voltage Va(min) 45 \
Maximum Cathode Current lictmax) 03 mA
Maximum Grid to Cathode Resistance Rg-kimax) 10 MQ

* For circuits without an anode series resistor.

TYPICAL OPERATION

Battery Operation Pin 5(f-) Pin 4(f-) ;

Earthed Earthed i
Anode Voltage Va 60 90 \ |
Anode Current at zero bias lavg =0) 120 250 pA 3
Grid Voltage for cut-off Vg(cut-off) —80 —13:5 \'

Mains Operation

The filament, shunted by a suitable resistor, can be included in a series heater chain
providing a current limiting device is used. Pin 5 should be earthed.

Supply Voltage Vb 110 170 250 v
Anode Resistor Ra 0-56 12 22 MQ
Anode Current la 90 90 90 A
Grid Voltage for cut-off Vg(eut-off) —-15 23 34 \
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